UCHRP Low Tech Construction RFP Questions
1. Can you provide more information on work windows for implementation? When are BDAs and PALs to be installed? Summer low flow, during in-water work windows, etc.? I assume plant material is to be installed in fall?
No in water work will be performed during March, April, May, or June in order to comply with the HPA rules to avoid Steelhead spawning and incubation. Plants will be planted in fall.
2. We are bidding on the information provided within the RFP, not the RCO, correct? In the RCO agreement, there is discussion of utilizing large word (~200 rootwad logs), but in the RFP, logs of 3-8” diameter and 8-10’ length are specified for filling structures. Are we doing anything with the rootwad logs?
Yes, the contractor will be expected to manually move available large woody debris. In the scope of work under Task 3 – Installation, the RFP says “the use of hand tools, such as hand winches, cant hooks, peaveys, hookaroons, and/or log tongs, to manually shift and adjust large wood debris available at project locations to help with anchoring BDAs and PALs to the landscape will be required.”
3. For this contract, do construction plans for BDAs and PALs need to be designed by an engineer? 
No, engineered designs are not required.
4. In the RFP, it states that woody debris to be woven between fenceposts for BDAs and PALs are to be locally sourced nearby each proposed project site, but then that we are also to obtain/provide woody material for structure fill. Can you clarify this?
Yes, the contractor will be responsible for sourcing woody material for structure fill. Some of that material will be gathered adjacent to project locations, while a majority of the green slash will be imported in.
5. What is the anticipated work window for installation of BDAs and PALs? Are these to be installed during summer low flow, ie. July/August timeframe?
[bookmark: _GoBack]BDAs and PALs are anticipated to be installed during fall low flows in September/October.
